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BY:DESCRIPTION:

UNSPECIFIED TOLERANCES:     [ALT. DIM.]
                                                                  MM       [INCH]
ONE DECIMAL PLACE       (.X)                 .50        [.020]
TWO DECIMAL PLACE      (.XX)               .25        [.010]
THREE DECIMAL PLACE  (.XXX)             .10        [.005]

FRACTIONAL  +/- 1/32"               ANGULAR  +/- .50~

THIS DRAWING CONTAINS PROPRIETARY CONFIDENTIAL INFORMATION 
OWNED BY TRANSARCTIC CANADA INC.. THE DOCUMENT AND THE 
INFORMATION IN IT ARE NOT TO BE USED, DISCLOSED OR REPRODUCED 
WITHOUT EXPRESS WRITTEN PERMISSION OF THE COMPANY.
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WASHER, LOCK, 1/2", 8, PLTWLQ08000EACH1118

WASHER, FLAT, 1/2", 8, PLTWFQ08000EACH817

THREADED, ROD, 1/2-13UNC x 12", 5 PLTTRD08120EACH116

PULLEY, ALT, IDLER, 3.25"o, 2APUL03321EACH115

NUT, HEX, 1/2-13UNC, 8, PLTNTQ08000EACH614

KIT, PLATFORM, O5G W/ ALT, '13KBT84164EACH113

CAPSCREW, FH, 1/2-20UNF x .75", ALLOY, PLTCSF08076EACH112

BOLT, HEX, 1/2-13UNC x 6.50, 8, PLTBTQ08653EACH111

BOLT, HEX, 1/2-13UNC x 2.00, 8, PLTBTQ08200EACH110

BOLT, HEX, 1/2-13UNC x 1.50, 8, PLTBTQ08150EACH19

BOLT, HEX, 1/2-20UNF x 1.25, 8, PLTBTQ08126EACH28

BOLT, HEX, 1/2-20UNF x 1.00, 8, PLTBTQ08101EACH37

BOLT, HEX, 1/2-13UNC x 6.50, 5, PLT, FTBTP08653EACH16

BKT, MAIN, BASE PL, '13BMZ00043EACH15

BKT, TENR, BLOCK, OFFSET, 3mmBMT10011EACH24

BKT, BACK, PL, SLIDE, IC, RE300BMN80025EACH13

VIBRATION ISOLATOR, BAR,16.50 x 2 x 1.50BMN80008EACH22

BELT, A GR, 1138mm (44.8") BEL11138EACH21

BILL OF MATERIALS
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NOTES:

1) USE SERVICABLE THREADLOCKER ON ALL FASTENERS TO ENGINE COMPONENTS AND 

TORQUE ALL BOLTS TO S.A.E. SPECIFICATIONS.

2) SEE "TRANSARCTIC A/C COMPRESSOR MOUNT INSTALLATION DISCLAIMER".

3) WEIGHT: 49.38 LBS.
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